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49 CFR Ch. I (10–1–01 Edition)§ 179.201

(b) On Class DOT–111 tank cars, the
last numeral of the specification num-
ber may be omitted from the stamping;
for example, DOT–111A100W.

[29 FR 18995, Dec. 29, 1964. Redesignated at 32
FR 5606, Apr. 5, 1967, and amended by Amdt.
179–10, 36 FR 21351, Nov. 6, 1971; Amdt. 179–52,
61 FR 28680, June 5, 1996]

§ 179.201 Individual specification re-
quirements applicable to non-pres-
sure tank car tanks.

§ 179.201–1 Individual specification re-
quirements.

In addition to § 179.200, the individual
specification requirements are as fol-
lows:

DOT Specifica-
tion 1 Insulation

Bursting
pressure

(psig)

Minimum
plate

thickness
(inches)

Test
pressure

(psig)

Bottom
outlet

Bottom
washout

References
(179.201 - ***)

103A–ALW ....... Optional .......... 240 1⁄2 60 No ................... Optional.
103AW ............. Optional .......... 240 179.201–2 60 No ................... Optional.
103ALW ........... Optional .......... 240 1⁄2 60 Optional .......... Optional .......... 6(a).
103ANW .......... Optional .......... 240 179.201–2 60 No ................... Optional .......... 6(d).
103BW ............. Optional .......... 240 179.201–2 60 No ................... No ................... 6(b), 3.
103CW ............. Optional .......... 240 179.201–2 60 No ................... No ................... 6(c), 4,5.
103DW ............. Optional .......... 240 179.201–2 60 Optional .......... Optional .......... 6(a), 6(c), 4, 5.
103EW ............. Optional .......... 240 179.201–2 60 No ................... Optional .......... 6(c), 4, 5.
103W ............... Optional .......... 240 179.201–2 60 Optional .......... Optional .......... 6(a).
104W ............... Yes ................. 240 179.201–2 60 Optional .......... Optional .......... 6(a).
111A60ALW1 ... Optional .......... 240 1⁄2 60 Optional .......... Optional .......... 6(a).
111A60ALW2 ... Optional .......... 240 1⁄2 60 No ................... Optional.
111A60W1 ....... Optional .......... 240 7⁄16 60 Optional .......... Optional .......... 6(a).
111A60W2 ....... Optional .......... 240 7⁄16 60 No ................... Optional.
111A60W5 ....... Optional .......... 240 7⁄16 60 No ................... No ................... 3, 6(b).
111A60W6 ....... Optional .......... 240 7⁄16 60 Optional .......... Optional .......... 4, 5, 6(a), 6(c).
111A60W7 ....... Optional .......... 240 7⁄16 60 No ................... No ................... 4, 5, 6(a).
111A100ALW1 Optional .......... 500 5⁄8 100 Optional .......... Optional .......... 6(a).
111A100ALW2 Optional .......... 500 5⁄8 100 No ................... Optional.
111A100W1 ..... Optional .......... 500 7⁄16 100 Optional .......... Optional .......... 6(a).
111A100W2 ..... Optional .......... 500 7⁄16 100 No ................... Optional.
111A100W3 ..... Yes ................. 500 7⁄16 100 Optional .......... Optional .......... 6(a).
111A100W4 ..... Yes (see

179.201–11).
500 7⁄16 100 No ................... No ................... 6(a), 8, 10.

111A100W5 ..... Optional .......... 500 7⁄16 100 No ................... No ................... 3.
111A100W6 ..... Optional .......... 500 7⁄16 100 Optional .......... Optional .......... 4, 5, 6(a) and 6(c).
111A100W7 ..... Optional .......... 500 7⁄16 100 No ................... No ................... 4, 5, 6(c).

1 Tanks marked ‘‘ALW’’ are constructed from aluminum alloy plate; ‘‘AN’’ nickel plate; ‘‘CW,’’ ‘‘DW,’’ ‘‘EW,’’ ‘‘W6,’’ and ‘‘W7’’
high alloy steel or manganese-molybdenum steel plate; and those marked ‘‘BW’’ or ‘‘W5’’ must have an interior lining that con-
forms to § 179.201–3.

[Amdt. 179–52, 61 FR 28680, June 5, 1996, as amended by 66 FR 45390, Aug. 28, 2001]

§ 179.201–2 Minimum plate thickness.
(a) The minimum plate thickness,

after forming, must be as follows:

Inside diameter of tanks Bottom
sheets

Shell
sheets

Expan-
sion

dome
sheets

2:1 ellip-
soidal
heads

3:1 ellip-
soidal
and

dished
tank

heads

Expan-
sion

dome
heads

Interior
compart-

ment
heads

Inches

60 inches or under .................................................. 7⁄16 1⁄4 5⁄16 7⁄16 1⁄2 5⁄16 5⁄16

Over 60 to 78 inches .............................................. 7⁄16 5⁄16 5⁄16 7⁄16 1⁄2 5⁄16 5⁄16

Over 78 to 96 inches .............................................. 11⁄2 3⁄8 5⁄16 7⁄16 1⁄2 5⁄16 3⁄8
Over 96 to 112 inches ............................................ 11⁄2 7⁄16 5⁄16 7⁄16 9⁄16 5⁄16 7⁄16

Over 112 to 122 inches .......................................... 1⁄2 1⁄2 5⁄16 1⁄2 5⁄8 5⁄16 1⁄2

1 May be reduced to 7⁄16 inch when approved steels having tensile strength of 65,000 psi or higher are used.

(b) [Reserved]
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